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OMEGA

STB Single-phase high accuracy full automatic AC voltage stabilizer

STB (LCD type ) series intelligent AC stabilized voltage supply is the second generation product developed by our company.
It adopts 8 - digit CPU manufactured by world -famous Samsung Company, its voltage stabilizingprecision and delay time can be
set according to need.
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STB-11-500VA STB-11-1000VA
Specification STB-11-500VA STB-11-1000VA STB-11-1500VA
Phase Single Phase
Input Voltage 160V-250V
Frequency 50Hz/60Hz
Voltage 220VA /110V
Ouiput Frequency 50Hz/60Hz Model and spec.

Accuracy of
voltage stabilization

At 220V D+ 1%@ £3%B + 5%
At 110VQD£2%@+6%@ =+ 10%

Delay time

Long 180s,short 5s

Over-voltage protection value

@250V/delay 5S;@275V/delay 2S;@295V/delay 1S;@305V/delay 0S;

Under-voltage protection value

180V/delay 5S

Overload protection value

2.8 times of rated power

Packaging

pcs per carton 4
Shipping wt.(kg) 4.8 6 6.5
Package size 46x36x49

Adjustable time

Input voltage changes for 10%,it is <<Is

Ambient temperature

-5C—+40C

Waveform distortion No additional waveform distortion
Load power factor 0.8
Dielectric strength 1500V/1min

Insulation resistance

=2M Q

sizeDx W x H(cm) Max. curent Nominal Power Spec.(KVA)
28x18x15 5.6A 2A 500VA STB-11-500
28x18x15 11.7A 4A 1000VA STB-11-1000
28x18x15 16.8A 6A 1500VA STB-11-1500
26x24x19 22.4A 8A 2000VA STB-11-2000
29x22x24 33.6A 12A 3000VA STB-11-3000
29x22x40 56A 20A 5000VA STB-11-5000
29x24x42 62A 32A 8000VA STB-11-8000
29x24x42 112A 40A 10000VA STB-11-10000
40x33x65 168A 60A 15000VA STB-11-15000
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OMEGA

STB Single-phase high accuracy full automatic AC voltage stabilizer

STB (LCD type ) series intelligent AC stabilized voltage supply is the second generation product developed by our company.

It adopts 8 - digit CPU manufactured by world -famous Samsung Company, its voltage stabilizingprecision and delay time can be

set according to need.

STB-11-2000VA STB-11-3000VA

Speciﬁcation STB-11-2000VA STB-11-3000VA  STB-11-5000VA(I) STB-11-8000VA(I) STB-11-10000VA(I )
Phase Single Phase 7

Input Voltage 160V-250V

Frequency 50Hz/60Hz

Voltage 220VA /110V
Output
Frequency 50Hz/60Hz

Accuracy of
voltage stabilization

At 220VD*+1%@+3%B +5%
At 110VD£2%@+6%@ £ 10%

Model and spec.

Delay time

Long 180s,short 5s

Over-voltage protection value

@250V/delay 5S;@275V/delay 2S;@295V/delay 1S;@305V/delay 0S;

Under-voltage protection value

180V/delay 5S

Overload protection value

2.8 times of rated power

pes per carton

1

Packaging |Shipping wt.(kg)

16 26 33

Package size

41x41x23

51x43x24 62x47x30

Adjustable time

Input voltage changes for 10%,it is <<Is

Ambient temperature

—SHE —)e

Waveform distortion No additional waveform distortion
Load power factor 0.8
Dielectric strength 1500V/1min

Insulation resistance

=2M Q

sizeD x W x H(cm) Max. curent Nominal Power Spec.(KVA)

28x18x15 5.6A 2A 500VA STB-11-500
28x18x15 11.7A 4A 1000VA STB-11-1000
28x18x15 16.8A 6A 1500VA STB-11-1500
26x24x19 22.4A 8A 2000VA STB-11-2000
29x22x24 33.6A 12A 3000VA STB-11-3000
29x22x40 56A 20A 5000VA STB-11-5000
29x24x42 62A 32A 8000VA STB-11-8000
29x24x42 112A 40A 10000VA | STB-11-10000
40x33x65 224A 80A 20000VA | STB-11-20000
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ROTARY ELECTRIC CONVERTER
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OMEGA
STRB Single-phase high accuracy full automatic AC voltage stabilizer
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ROTRRY ELECTRIC CONVERTER
STB-11-30000VA

STB (LCD type ) series intelligent AC stabilized voltage supply is the second generation product developed by our company.

It adopts 8 - digit CPU manufactured by world -famous Samsung Company, its voltage stabilizingprecision and delay time can be
set according to need.
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STB-11-10000VA STB-11-15000VA

Speciﬁcation STB-11-5000VA STB-11-8000VA STB-11-10000VA  STB-11-15000VA  STB-11-20000VA STB-11-30000VA
Phase Single Phase
Input Voltage 160V-250V
Frequency 50Hz/60Hz
Voltage 220VA /110V
Output
Frequency 50Hz/60Hz
A f
cenrasy oF At 220VD+ 1% +3%@+5%
voltage stabilization
Delay time Long 180s,short 5s
Over-voltage protection value @250V/delay 58;@275V/delay 25;@295V/delay 1S;@305V/delay 0S;
Under-voltage protection value 180V/delay 5S

Overload protection value 2.8 times of rated power

pcs per carton 1 P
100% j
Packaging | Shipping wi.(kg) 25 e 36 62 65 78 P2 Outpat 20 for exclutveuse _
75% (Output power)
Package size 38x31x47 38x31x51 52x44x73 66x56x94
— : 50% 20% 60
Adjustable time Input voltage changes for 10%,it is <<Is | g &
| (»)Ul|pul| 1 ‘I()V or220V for 400/ 3 0
Ambient temperature -5°C—+40C ‘ 25% usiveitise o
T — : .. . . . . : ; —» Vv 60% 4
aveform distortion No additional waveform distortion 160 180 200 220 240 250 (Range of input voltage)
50 60 70 80 90 100 110 120 130
Load power factor 0.8

Dielectric strength 1500V/1min STB- 1 1 -3 OOOOVA

Insulation resistance =2MQ




STB ( LCD type ) series intelligent AC stabilized voltage supply is the second generation product developed by our company.

It adopts 8 - digit CPU manufactured by world -famous Samsung Company, its voltage stabilizingprecision and delay time can be

set according to need.

STB Single-phase high accuracy full automatic AC voltage stabilizer
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STB-33-6000VA

STB-33-15000VA

STB-33-20000VA( ] )

Specification

Three-phase

1.5kVA, 3kVA, 4.5kVA, 6kVA,
9kVA, 15kVA, 20kVA, 30kVA,
45kVA, 60kVA

Input voltage range

Three-phase four -wire system
Phase voltage: 160~250V
Line voltage:277~430V

Output voltage

Three-phase four-wire system
Phase voltage: 220V
Line voltage:380V

SOMEGA !

STB-33-9000VA

ROTARY ELECTRIC CONVERTER

STB-33-20000VA

ROTARY ELECTRIC CONVERTER

Accuracy of voltage

Phase voltage: 220V, 110V O+ 1% @+3% @+ 5%

Model and Spec.

NI 167 1 2 ire . + (V) + 0, + 0,
stabilization Wire voltage: 380V W+ 1% @+3% @+ 5% sizeD » W x H(cm) Max. curent | Nominal | Power | Spec.(KVA)
Frequency 50Hz/60Hz
Time of delay Long: 180s; Short: 5s 43x38x74 60A 20A 15000VA | STB-33-15KVA
Over-voltage protection value (D 250V/delay 5S; @275V/delay 2S; 3)295V/delay 1S; @ 305V/0S
Urdlervoltageprometionvalus]  180V/detay 5 43x51x91 81A 27A | 20000VA | STB-33-20KVA
Overload protection value Rated power of 2.8 times
30000VA -33-

Excess-temp. protection value 90°C 43x5191 120A 40 STB-33-30KVA
Load fact D .

SO0 pomIT Ao cOS09 65x43x95 205A 75A | 50000VA| STB-33-50KVA
Adjustable time <Is (when input voltage has a change of 10%)
Waveform distortion No additional waveform distortion 65x82%134 150A 100000VA| STB-33-100KVA
Dielectric strength 1500V/1min
Insulation resistance >5MQ
Insulation class E

Service environment

Temperature: -10°C~+40°C  Humidity: <90%

Altitude

1,000m below
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